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The CB280CS has exactly the same 

features as a regular CB280 chip except 

it's in a chipset format.  

By using the CB280CS, the user is able 

to solder the chipset directly on to  their 

PCB.  

This will lower your overall production 

cost while  integrating CB280 into your 

product seamlessly.

Since this chipset has same features as 

a regular CB280, we recommend you 

develop your applications on the CB280 

before going into production with the 

chipset version.

- CB280 Chipset version for mass-production 

  and OEMs

- All features as a regular CB280

- 80KB Flash Program Memory

- Basic Data Memory : 2KB

- LADDER Data Memory : 1KB

- EEPROM : 4KB- I/O Ports : 49

- RS232 Channels : 2 (Including Download)

- Package: 64PIN QFP, 8PIN SOIC

Note

The CUBLOC Chipset comes with a MAIN CHIP and SUB CHIP.

The CB220 is currently not available as a chipset but you may use the CB280CS 

for applications developed in CB220.

The CB290 is only provided as a module. 

www.comfiletech.com

Sub Chip - Pin out



Main chip - Pin out
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Main chip - Electrical Characteristics
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Main chip - Packaging Information

1175 Chess Dr., Suite F, Foster City, CA 94404       Call : 1-888-9CUBLOC  1-888-928-2562    www.comfiletech.com



Sub chip - Electrical Characteristics
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Sub chip - Packaging Information
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-The End-
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